ANTUNES

MODEL: JD-2 The JD-2 is a compact, sensitive, and reliable air pres-
sure switch. The design is based on the same princi-
ples of reliability, repeatability, and accuracy that

have made all Antunes pressure switches so success-
ful.

Features:

-sensitive diaphragm

-snap-action electrical switch S.P.D.T. rated at 10 amps
-visible ON-OFF indicator in compact die-cast aluminum hous-
ing

-spring adjustable switches-dual scales calibrated in millime-
tres and inches of water column

-five range scales-from 0.07” W.C. to a maximum of 35” W.C.
-set point indication

-rugged die-cast aluminum construction

Model JD-2

Eectiea
Blue 07" to 1.7"W.C. 10A, 1/8 HP, 125 VAC.
Spring (2 mm to 43 mm) 5A, 1/4 HP, 250 VAC.
Grey 0.1"to 4" W.C. Pilot Duty, 125 VA @ 125-250 VAC.
Spring (3 mm to 102 mm) Field wiring by others must be rated at 194°F (90°C) for
Purple  0.1"to 10"W.C. industrial use.
Spring (3 mm to 250 mm)
Red 0.17"t0 24" W.C. The Model JD-2 is always mounted with the stem up.
Spring (3 mm to 600 mm ) An optional mounting bracket can be fastened to the bottom
Orange 5"to35"W.C. section of the switch housing with 5/16-18 x 1/2” bolt (sup-
Spring (125 mm to 875 mm) plied with bracket).

Max. Operating Pressure: 35" W.C.
Max. Pressure Surge: 3 PSIG
Max. Amblent Operating Temperature: 140°F (60°C) Specifications
Min. Ambient Operating Temperature: -20°F (-28°C) I P

Shipping Weight: 1 Ib. (.45 kg)

Switches manufactured by Antunes Controls are tested, listed, .
and approved by Underwriters Laboratories File # MH8009- el
504, Factory Mutual Serial #18221, Canadian Standards

e —

Range Scale Adjustment
and Indicator

Association File #25144.

L

Mounting Bracket

Large
Mounting
Holes:
et I

ON-OFF Indicator
(8 mm) dia. 78"
Small  (22mm)

for Switch
Mounting

o J)—
! ——
Holes: = 118 All switches have two 1/8 NPT inlets—one for pressure and
— I:

732" = P 28 mm
(5.5 mm) dia. = ) one for vacuum.

RECON CONTROLS LTD. 21



ANTUNES

ANTUNES

HIGH

Model RHLGP-A
High-Low Gas Switch
Recycle Type

Model HGP-A
High-Low Gas Switch
with Reset Lever

MODELS: HGP-A and LGP-A Specifications

Electrical Ratings: 10A, 1/8HP @ 125 VAC.; 5A, 1/4 HP @ 250
VAC.; Pilot Duty, 125 VA @ 125-250 VAC.
Shipping Weight: HGP-A, LGP-A, RHGP-A, RLGP-A: 2 Ibs. (.9 kg)

Antunes Controls high-low single gas ROPARMOFAIe(iSiS
pressure switches monitor gas pressure  [=FErTegy ST YN PRTY R VSRS
and cut off the electrical control circuit High Gas Pressure Low Gas Pressure
when pressure drops below or rises 2-18"W.C. 50-400 mm 16" W.C. 25-150 mm
above the desired set-point. The high S-Ewe 125-700 mm 1sTwe. 25-875 mm
and low gas pressure settings are ad- 10 - 50" W.C. 250-1250 mm 2-14"W.C. 50-350 mm
. . . 2-20"W.C. 50-500 mm
justable and all models are available in e pr—
reset or recycle type. 10-50" W.C. 250-1250 mm
Features: Large oz
-mount horizontally without need for accurate i 0 e s
leveling e Y 2o 0 —_— __(22mm
-double switch may be ordered with any com- Small ' —=Z/"
bination of high or low pressure ranges ”m?’
-select range to meet your requirements ® e
-set point indication
-rugged die-cast aluminum housing Al Hountng
-max. surge pressure: 10PSI " :rl?;a_
-max. ambient temp: 140°F (60°C) -

(25 mm)
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Specifications

Electrical Ratings:

10A@ 125 VAC.; BA@ 250 VAC., TA@ 277 VAC.;
1/8HP @ 125 VAC, 1/4HP @ 250 VAC

Pilot Duty, 125VA @ 125/277 VAC

Max. Surge Pressure: 20" W.C.
Max. Ambient Temperature: 170°F (77°C)
Min. Ambient Temperature: -40°F (-40°C)
Shipping Weight: 1 Ib. (.45 kg)

Fittings/Options

1/4" Barb

1/4" Tube

1/4" Compression

Option: Neon Light Indicator

MODEL: SML

The sheet metal air differential switch-
es are compact, sensitive, and relia-
ble. Their design is based on the same
principles of reliability, repeatability,
and accuracy that have made all An-
tunes air pressure switches so suc-
cessful.

Features:

-sensitive diaphragm

-snap-action electrical switch S.P.D.T. rated
at 10 amps

-industrial combustion

-two range scales from 0.05” W.C. to a maxi-
mum of 9” W.C.

-easy to install

-cost-effective pricing

55/32"
(131 mm)

Standpipe with
" adjusting
screw

Mounting holes
——  for #8 screws

4 916" —

(116 mm) J

Standard mounting
bracket is shown. [ = @ @
For other mounting
arrangements,
contact factory.

- ':_‘u
112" Conduit “
Knockout 1516
(135 mm)

NOTE: Dimensions
are for reference only.

RECON CONTROLS LTD. 23



