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BACHARACH

The Measurable Difference
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Engineered To Be Easy

Simple to use and maintain, and packed
with innovative features, Bacharach’s
INSIGHT® Plus, Fyrite® InTech™ and
PCA®3 Combustion Analyzers, provide
the durability, accuracy and
American-made reliability to meet any
technician’s analysis needs and budget.
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Feature Comparison INSIGHT® Plus  Fyrite® InTech™
Full instrument diagnostics at startup " ______________ v I " ____________
S Userreplaceable / disposable AAbatteries 4 9 v
2 User-replaceable, pre-calibrated B-Smart® sensors % % % .
L e = =
@ ACadapter for line operation optional ~ optional e
g Color Graphic Display with backlighting/z0om %~~~ 4 monochrome _
@ Dynamicinfo-graphicvisuals O . .. O ...
Optional wireless printer available % 7% %
Belachableprobe. g g g
o Internal storage capacity (# of complete tests) 500 100 10
& UseriDandcustomlogoonprintout G e e
S PCdownoadofstoreddata g A o ...
g LinktestDwithtestresultdata 4 e o .
Z Pre-programmed fuels (10 for all Siegert versions) - 0 s 6 ..
§ Overmolded protectiveenclosure 4 &g 9.
5 Protective magneticrubberboot g v optional
“ Metalhoseconnectons o g ] pveonly
o Draft / Pressure measurement % % S
g ............................................................................................................................................................................
g COSensor(0-2000ppm) © y
= CO Sensor (0 - 4,000 ppm) with integral NOx filter % | S)
& COsensor-Hycompensated T g T e T e
g COsensor-Hpcompensated 000000 2% = © .. ©
s O Sensor/2year % % v
8 Longlife O Sensor 3-year)Option O g e .
o AddNO,NO;andlorSOpsensors 44 | © o .
8 AutopurgeonhighCO(>4000ppm) ‘@ = . e .
= Calibraionreminders 4% % % ..
@ T-Arportforremote ambient temperature 4 4 S
RECON CONTROLS LTD. 29



