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ELECTRICAL 

5kw restring kit 

60000E0-106 sequencer 

24A34 
disc limit 

**SPST switch only 
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ELECTRICAL 

 
 

RS100 RED SILICONE  
IGNITION CABLE 

-10,000 VAC 
-temp range -60◦F to 482◦F  
(-54◦C to 250◦C) 
-16 ga 

 

GTO-15 BLACK  
IGNITION CABLE 

-15,000 VAC 
-temp range -40◦F to 140◦F (-40◦C to 60◦C) 
-14 ga 

THERMOSTAT LVT WIRE 
*available in 75m spools 

Stock Sizes: 
18-2 
18-3 
18-4 
18-5 
18-6 
18-8 

-CSA and UL approved 
-600V rating 
-105◦C 
-assorted colors 
-each spool sealed against dust 
 

TEW WIRE 
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ELECTRICAL 

34-571     SPST     ON-OFF  2 screw terminals     20amp/120VAC      10amp/250VAC 
34-572     SPDT    ON-ON  3 screw terminals     20amp/120VAC      10amp/250VAC 
34-573     SPDT    ON-OFF-ON 3 screw terminals     20amp/120VAC      10amp/250VAC 
34-574     DPST    ON-OFF  4 screw terminals     20amp/120VAC      10amp/250VAC 
34-576     DPDT   ON-ON  6 screw terminals     20amp/120VAC      10amp/250VAC 
34-577     DPDT   ON-OFF-ON 6 screw terminals     20amp/120VAC      10amp/250VAC 

TOGGLE SWITCHES 

WIRE TIES 

MA03193-2     7” white nylon screw down ties     pkg of 100 
MA04706-2B   7½” black wire ties          pkg of 100   

PVC ELECTRICAL TAPE 

¾”x60’x7mil 
Suitable for use at not more than 600V and not more 

than 80◦C (176◦F)   

WIRE CONNECTORS 

GREY (MA01018BX): #22 thru 14 AWG Min. 1 #20 & 1 #22 Max. 2 #16 
 
BLUE (MA01019BX): #22 thru 14 AWG Min. 1 #18 & 1 #22 Max. 3 #16 
 
ORANGE (MA01020BX): #22 thru 14 AWG Min. 1 #18 & 1 #20 Max. 3 #16 & 1 #18 
 
YELLOW (MA01021BX): #18 thru 14 AWG Min. 3 #18 Max. 3 #12 
 
RED (MA021022BX): #18 thru 8 AWG Min. 2 #14 Max. 2 #10 & 2 #12 
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ELECTRICAL 

IN-LINE FUSE HOLDER 
*available in 2 packs 

-18 gauge wire for fusing control circuits 

BLADE TYPE FUSE 
*available in 5 packs 

Stock Sizes: 
ATC-3 amp 
ATC-5 amp 

GLASS BUSS FUSE 
*available in 5 packs 

Stock Sizes: 
AGC-1 amp AGC-4 amp 
AGC-2 amp AGC-5 amp 
AGC-3 amp AGC-10 amp 
AGC-3.5 amp 

 

15 AMP MINI BREAKERS 
-250 VAC max. 

LI’L POPPER 
*3 amp control circuit breaker, 24V 

-self-adhesive backing for easy temporary installation 

TEST/JUMPER LEADS & CLIPS 
*available in 10 packs 

-2-wire per color 
-#22 AWG 
-18” length 

HEAVY DUTY TEST/JUMPER LEADS 
*available in 2 packs 

-2-wire 
-#14 AWG clips with insulated boots 

-24” length 

TERMINAL KIT 
Consists of 201 of the most popular 

assorted insulated and non-
insulated terminals. Also included 
is a crimping tool. Molded plastic 
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SPADES - FLARED VINYL INSULATED 

   QUICK DISCONNECTS –  
FLARED VINYL INSULATED 

HIGH TEMPERATURE NON-
INSULATED 

SOLDERLESS TERMINALS 

SPECIAL DEVICES - DISCONNECTS 
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ELECTRICAL 

MAGNETIC, 180◦ ADJUSTABLE MET-
AL WORKLIGHT WITH 25’ CORD 

Sturdy metal lamp guard 
3-wire grounding outlet 

Magnet will hold approx. 50lbs on any 
metal surface 

HARD START KIT 
120-230V 

Residential & Commercial 
Start torque: 390oz 

AIR CONDITIONING WHIP 
½”x6’ air conditioning whip #10 

THHN wire red, black, green 

28 LED TRI BEAM FLASHLIGHT 
Aluminum alloy body 

Nylon pouch with belt strap 
Low power consumption 
3 AAA batteries included 

INDICATOR LIGHTS 
Available in: 

Amber: 24V, 120V 
Red: 24V, 120V, 240V 

Green: 24V, 120V 

BATTERIES* 
Available in: AA, AAA, C, D, 9V 
3V 2016, 3V 2032, 1.55V 357 

*brand may vary 

DISCONNECT SWITCH 
Non-fused pull out  

60 amps 240V 
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C2-A2X 
8-pin standard relay, 2-pole, plug-in according to IEC 67-I-5a 
 
Type:   
C2-A2x/ …V 
Standard relay 
2 change-over contacts 
Maximum Contact Load: 
10A/250V AC1   0.5A/110V   DC1 
10A/30V   DC1   0.2A/220V   DC1 
Recommend Minimum Contact Load: 
1mA/10V   (with 10 µm Au) 
10mA/10V (standard contact) 
Contacts: 
Material Standard Code 0 AgNi 
  Optional Code 8 AgNi + 10 µm Au 
  Optional Code 9 AgNi + 0.2 µm Au 
Max. switching current   10A 
Max. peak inrush current (20ms.) 30A 
Max. switching voltage   250V 
 

STOCKED COIL VOLTAGE: 24VAC and 120VAC 
 

RELECO RELAYS 

TS470 DAMPER END SWITCH (SPDT) BZ 2RW863-A2 MICROSWITCH 
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SERIES B NORTRON ELECTRIC FURNACE – PARTS LIST & TROUBLE SHOOTING GUIDE 



RECON CONTROLS LTD. 

 

94  

 
ELECTRICAL 

NORTRON 21D 
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NORTRON 21ECM 


