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EMERSON MOTORS 

BELTED FAN AND BLOWER MOTORS 
SPLIT PHASE – NEMA SERVICE FACTORS 

DRIPPROOF – RESILIENT BASE MOUNTED 
Designed specifically for belted fan and blower applications. All have smooth 
starting and running characteristics and are built for long life with quiet and 

dependable operation. 

UNIT HEATER FAN MOTORS 
PERMANENT SPLIT CAPACITOR 

These fan motors were designed to fill the need for a utility line for use on a 
wide variety of applications such as unit heaters, roof ventilators, exhaust fans 

and fan and blower applications. 

STUD MOUNTED – SINGLE SPEED – 5.5” DIAMETER 
Capacitor mounted on shell with its terminals protected by cover 

CCW head end 
Non-reversible 

With hubs both ends but without rings 
Leads 36” SJO card 
With BX connector 
Class “B” insulation 
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EMERSON MOTORS 

Now you’ll always have a motor when you need it. 
The RESCUE™ motors replace a variety of different horsepower applica-
tions. 
RESCUE will eliminate the need for temporary substitutions, extra driving 
time to get the right motor, or emergency openings in the evening. 
You may not know what kind of motor you need, but with the RESCUE 
motors on hand, you know you’ll have one that will work. 

5460 replaces: 115V ½HP to ⅙HP  5470 replaces: 115V ¾HP to ⅕HP  
5461 replaces: 208-230V ½HP to ⅙HP  5471 replaces: 208-230V ¾HP to ⅕HP 
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EMERSON MOTORS 

FEATURES: 
Type II 
Non-PCB biodegradable synthetic oil 
Physical interrupter for safety 
MFD tolerance ±5% 
Drawn steel case construction 
Quad blade quick connect terminals 
Operating temperature: -13◦F to 185◦F (-25◦C to 85◦C) 
Life cycles: 60,000 hours with an estimated survival of better than 94% 

MOTOR RUN CAPACITORS 
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