TEST EQUIPMENT

MA-12826

HVAC DIGITAL CLAMP-ON METER W/ FLAME SAFEGUARD CIRCUITS
AC/DC CURRENT & AC/DC VOLTAGE
TEMPERATURE RANGE: -58¢F to 2372¢F (-50°C to 1300°C)

CLAMP METER
% MBP-LINE

MA-12826

FEATURES:

4000 count LCD display

Data hold

Backlight

Max hold

Zero function

Auto power off

Low battery indicator

Auto power off

Test YA current range for HVAC purposes

Includes temperature leads, soft case, manual &
2 AAA 1.5V batteries

CATIII-600V

SPECIFICATIONS:

FUNCTION RANGE
DC voltage 600V

AC voltage 600V

AC current 4004

DC current 4000 pa
Microamps AC/DC pA
Resistance 40 mQ
Capacitance 100 pf
Freguency 150 KHz
Continuity Buzzer | Sounds at 1000
Diode Test Current | 0.3 mQ
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TEST EQUIPMENT

=, Wmtlamp-[ln Meter Kit

ALL You NEED For
HVAC/R APPLICATIONS

DL379
G2 Phoenix PRO DL379

Functions

* 4000pF Capacitance

*2000pA AC/DC

* Non-Contact Voltage 24~600V AC

*750V AC/1000V DC

«400AAC

* MIN/MAX

*-22° ~ 752°F Temperature (K type)

* 40M0Q Resistance/Continuity

* Frequency/Duty Cycle

*Diode

Features

* Data Hold

* Dual Display

* Detachable Clamp Head

* Input Jack Lock

» Worklight

* Low Battery Display Lock

* EasyView High Contrast
Backlight Display

*Magnetic Mount " "
* User Temperature Calibration G 2 Th e H 00 k C H 3

* Test Lead Storage * Measures 100A AC

* Test Lead Holder on Clamp Head * Non-Contact Voltage in tip

* Auto Off » Worklight

* Compatible with common Industry » Patented Virtual Closed Core Accuracy
Accessories Heads * Three year limited warranty

* Three Year Limited Warranty
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TEST EQUIPMENT

DL379KIT e Clamp-On Meter Kit

The G2 PHOENIX PRO adds both safety and time efficiency features providing a new level of value and
peace of mind. Equally equipped as the G2 PHOENIX PRIME, the PRO adds temperature, worklight, a
detachable clamp head, safety lock for the input jacks, and a cool new EasyView Display™ making readings
clear in bright sunlight as well as dark work environments. Compare it to any meter in its class and see

how the PRO stands along!
DL379 Specifications

AC Amps Measurement - Jaw Input (45Hz to 400Hz)

| Range | Resolution | Accuracy | _Overload Protection |

104 0.014 +2.9% +15 dgts s00V
A00A 0.1A +1.9% +8 dpts

DC Low Amps Measurement (test lead input}

Resolation_|_ Accaraqy | Overload Protection |
400uA 0.01pA +1.2% +3 (gis 2000pA / 600V

2000pA 0.1pA

Diode Test

Range | Open Circuit Voltage | Test Current (typical) | Overload Protection
20V | <3.0vDC 0.25mA 600V

Capacitance Measurement

AC Low Amps Measurement (test lead input)

tmge L boton | sy ] Ovrond Precion
400pA 0.01pA +1.0% <5 dgis 2000pA / 500V

2000pA 0.TpA +1.5% +5 dgts

DC Volts Measurement

tenon | _Acarsey | Oviod Prtco
A00mV 0.1mV +0.5% +4 dgs BOOV

4y my

v 10my

400V 100mVy

1000V v +0.8% +10 dgts

AC Volts Measurement {45Hz to 400Hz)

Resolution

v 1my +2.0% +5 dgts BO0V
40V 10my

00V 100mV

7500 v

Ohms Measurement

Resolution

Overload Protection

40000 100mi) +1.0% +4 dgts OOV
Ak} 111
40k} 10{1
A00R1) 10001
AWML TkC2
[~ TORIT 1000 +3 OgG

| Ramge | Resoluton_{_hccuracy | Overload Protection
40nkF 0.01nF #3.50h +6 agts GO0V

400nk 0.1nF

4uF 0.001pF

40pF 0.01pF

400pF 0.1pF

4000pF 1pF

Temperature Measurement

| Range [Resolution Overload Protection
-22°t0 14F |0I'F +54F 30V
{-30° o -10°CR (0.1°C) (23.0°0)
15 to 752F [0.TF +1.0% +3.6F
{-%" to 400°0) | (01°C) (£1.090+2.0°0)

Frequency Measurement
| bamge | Revolation_|_pcaray __|_Overon Potctin
9.999Hz 0.001Hz #0.1% +4 agts GO0V
99.99Hz 0.01Hz
999.9Hz 0.1Hz
9.999kHz 1Hz
99.99kHz 10Hz
Minimum frequency: 0.5Hz, DC V offset should be zem
Sensitiity: > 1.0V ms

Duty (%) Cycle Measurement

| 01.to 99.9%\ +{0.2% per kHz +0.1%) +5 count 600V

0.5Hz to 100KHz (pulswidth = 3y sac)

Continuity Measurement

Open Circuit voltage <27V Overload Protection
reshold Approximately <20 600V
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TEST EQUIPMENT

MA-12812
AUTO-RANGING DIGITAL MULTI-METER

TEMPERATURE RANGE: -4=F to 1400=F (-20-c to 750-C)

FEATURES:

* AC/DC selecting button
» Audible continuity

* Temperature F/C

& Capacitance

* Range control feature
» Fold out stand

* Power switch

» Relative zero button
* Range control button
* Resistance

s Continuity

* Four input jacks

* Frequency current

* AC/DC voltage

* AC/DC current

* Battery included

& CAT |lI-600V

 CAT [I-1000V

MA-PDT392B
DIGITAL POCKET THERMOMETER

MA-49858
LOW VOLTAGE DETECTOR &
LED FLASHLIGHT

MA-12835

DIGITAL MANOMETER
WITH MAGNET

Measures gauge/differential
pressure from 0 to £2P5SI.
There are 11 selectable units of
measurement. Includes tubing,
soft case, manual and battery.

FEATURES:

» Dual input range

& -55.40 to 455.40" W.C.

s Data hold

» Low battery indicator

s Auto power off

* LCD display w/ backlight

» Accuracy £0.3% full scale
output 77=F {25=C)

* Repeatability £0.2% (max
+0.5% full scale output)

* Max. pressure 10PSI

* Response time 0.5 seconds

* Over range indicator Err.1

* Under range indicator Err.2

* S\ battery

..

FEATURES:

 Stainless steel stem

* Temperature range: -40°F to 352-F (-40=C to 200=C)
* High and low temperature recall

& \Water resistant

s Auto off

s Data hold

FEATURES:

* MNon-contact detection of AC voltage from 24 to
1000V AC

* Suitable for outlets or against wire insulation
testing

» Flashing red LED light indicator

* Built-in LED flashlight

s For use on 50/80Hz circuits

» Audible beeper

* 2 AAA batteries

& CAT Il 1000V

404
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TEST EQUIPMENT

MA-12843
DIGITAL ANEMOMETER

FEATURES:

» Measures air flow

¢+ Measures air velocity and
temperature

v Degrees C/F switchable

» Data hold/max/min

v 16" gooseneck detector

v 4 digit display or air velocity

in meters/sec, ft/min,

km/h, MPH, knots and

CFM

* Auto power off

* S\ battery

& Carrying case

MA-DMT123
DUAL PROBE DIGITAL THEMOMETER

TEMPERATURE RAMNGE: -328°F to 2498¢F (-200=C to 1370:C)

yrw—
| a— FEATURES:
o e
!__EE':"';_S  LCD display

* Low battery indicator

o @) o puto power off
el (o * Resolution 0.1=F (0.1=C)
oo @o| * Carrying case
\ o o * S\ battery
| MB-une |
MA-12816
ANALOG MULTI-METER
LARGE DISPLAY
FEATURES:

* Single knob function switch
» Test leads & instructions
& S\ battery

» Audible continuity
* Size: 5" Lx 3%" W
« CATII

* Dhmmeter: Rx1k {center Sk)

MA-16509A

INFRARED THERMOMETER
10:1 DISTANCE TO SPOT RATIO
TEMPERATURE RANGE: -4<F to 518¢F (-50°C to 550°C)

FEATURES:

* Built-in laser pointer
s F/C selectable button
* Backlit LCD display

« Data hold

* Auto power off

= Carrying case

* 5V battery

- MA-600CF

ECONOMY AUTO-RANGING CLAMP-ON METER
TEMPERATURE RANGE: -38+F to 1750+F (-38:C to 950°C)

FEATURES:

* Reads volts, amps and OHMS
» Data hold

» Continuity buzzer

& Resistance

* Includes all proves

* Carrying case

» Batteries

* CATII

MA-12830
CARBON MONOXIDE DETECTOR

FEATURES:
* Super large 3" LCD display
» Fast sampling time
¥ Max hold
s Auto power off after 15 min.
s Auto/manual zero
. YR * MViemory for 10 data sets
LED light/audible alarm
* Record mode
s S battery
® S5i7e: 6.3" Lx2.2" W
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