
RECON CONTROLS LTD. 

 

406  

 
TESTO 

SPECIFICATIONS: 
Shaft length  42” 
Tip/shaft diameter 0.42” 
Viewing angle  55◦ 
Viewing distance 0.4” to infinity 
Viewing monitor 2.5” color LCD 
Screen resolution 320 x 240 
Shaft bend radius 2.5” minimum 
Power supply  4 AA (alkaline) 
Battery life  3 hours continuous 
Operating temp. 32◦ to 113◦F 
Dimensions (LxWxD) 6.3” x 3.7” x 1.9” 
Warranty*  2 years 
 
*warranty is void if unit is opened or tampered 
with other than dictated in instruction manual 

IDEAL FOR EXAMINING HARD-TO-REACH AREAS 

Includes: 42” digital inspection scope, mirror tip, magnetic tip, 
carrying case and 4 AA batteries 

FEATURES: 
Sharp image color camera with auto-sensitivity 

and focus 
2.5” high resolution color LCD display (320 x 

240) 
Video output jack (RCA) 
42” rugged, flexible shaft – solvent and water 

resistant 
View objects as close as 3/8” 
Clip-on mirror for 90◦ viewing 
Clip-on magnet to retrieve objects up to ¼ 

pound 
Powerful white LED illumination 
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RESIDENTIAL  
COMBUSTION ANALYZER 
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RESIDENTIAL & COMMERCIAL  
COMBUSTION ANALYZER 
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COLOR GRAPHIC 
COMBUSTION ANALYZER 
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